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S1. Ge-Si intermixing

Figure S1: Ge content in each ML around the original position of the Si substrate surface (vertical gray
dashed line) after the deposition of 10 Ge MLs at different temperatures. For 650, 800 and 900 K, each data
point is the average of the five simulated cases shown in Table 1 of main text (dispersion in the Ge content
values is negligible, so we omitted the error bars for clarity). At these temperatures, no dislocations have
been formed yet, as the critical thickness is above 10 MLs (see Fig. S2). For 1000 K, data points correspond
to one particular case where a dislocation formed in order to illustrate its role in intermixing.
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S2. Critical thickness

Figure S2: Average critical thickness extracted from the simulations of Table 1 (main text). For each point,
error bars display the standard deviation.
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S3. Stress relaxation

The average biaxial stress per layerl, Sbiax
l is calculated as:
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where N l is the number of atoms in layerl and Sxx
i;l (Syy

i;l ) is the xx (yy) component of
the atomic stress fori -atoms belonging to layerl . The normal stress componentSzz

i;l is
negligible as the system is free to expand along theZ direction. Stress is positive for tension
and negative for compression.

Figure S3.1 compares the biaxial stress per ML at di�erent temperatures once the deposi-
tion process is completed. The reduction in compressive stress in the Ge grown �lm depends
on the formed dislocation network. For instance, the dislocation network observed at 1000
K (60� /90 � MDs in the Y direction and a Frank PD along theX direction, both reaching
the Si/Ge interface) releases twice the stress compared to the dislocation network formed at
800 K (two 60� MDs connected by PBC that lie at the interface). The fact that dislocations
reach the Si/Ge interface is crucial for stress relaxation. In the simulation at 650 K, an
incipient dislocation has only propagated in the top half of the Ge grown �lm (up to the
32nd ML), and the biaxial stress underneath is very similar to the reference value. The small
release of stress between 15th and 30th MLs is due to intermixing (negligible contribution
compared to the strain released by dislocations).

Figure S3.1: Distribution of the average biaxial stress per ML for the cases of Fig. 2 (main text) once
deposition process is completed. The dashed black line denotes the biaxial stress of 40 Ge strained MLs
coherently grown on 12 Si MLs. The vertical gray dashed line indicates the position of the original Si
substrate surface. In the Si substrate region, the atoms are placed in relaxed lattice positions, thus the
average biaxial stress is nearly zero. In the Si/Ge interface region, the biaxial stress shows an abrupt
transition with a sharp drop to negative values (compressive stress), evidencing the lattice mismatch between
Ge and Si. In the Ge grown �lm region above the Si/Ge interface, the biaxial stress per ML is related to
the amount, type, size and arrangement of the formed dislocations in each case. From the 46th ML onward,
the reduction of the compressive biaxial stress and even the transition to tensile indicate the proximity of
the surface. Values of the biaxial stress are not fully meaningful here due to the approximate calculation of
Vi for surface atoms.

To illustrate the role of 90� MDs, we have selected those simulations of Table 1 (main
text) with isolated straight 90� MDs and combinations of them. Figure S3.2 plots the biaxial
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stress per ML for the simulated cases with one or two perpendicular 90� MDs, either reaching
the interface or not.

Figure S3.2: Distribution of the average biaxial stress per ML in samples where di�erent 90� MDs were
formed. The dashed black line denotes the biaxial stress of 40 Ge strained MLs coherently grown on 12 Si
MLs. Abbreviations I and NI indicate if the dislocation line reaches the interface or not, respectively. The
vertical gray dashed line shows the position of the original Si substrate surface.

The formation of a single 90� MD that reaches the interface either inX or Y direction
(magenta line) releases approximately 1.3 GPa (� 30%) of the biaxial stress in each layer
above the dislocation line. Two perpendicular 90� MDs that also reach the interface (yellow
line) release approximately 2.7 GPa (� 60%) of the biaxial stress in each layer above the
dislocations lines, which is double the value compared to a single 90� MD. This result is in
agreement with theory since as our cell size alongX and Y directions is� 18 nm, the degree
of relaxation in the presence of a 90� MD in each direction (i.e. two orthogonal 90� MD) at
the interface should correspond to a� 65% relaxation of the� 4% Ge/Si lattice mismatch
[14].

In both cases, either involving a single 90� MD or two perpendicular 90� MDs, if the
dislocation does not reach the Si/Ge interface (dark purple or olive lines), the stress under
the dislocation is high, and the transition from non-relaxed to relaxed stress regions occurs
gradually. The extent of this transition is in
uenced by whether the dislocation line is
straight or exhibits irregularities such as jogs or kinks.
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S4. Dislocation multiplication

Figure S4: Sample snapshots taken at di�erent times during one of the deposition simulations carried at 1000
K. Upper panels are top views where atoms are colored according to their height. Middle panels are also top
views where atoms are colored according to their local structure: cubic diamond up to 1st or 2nd neighbors
( ), hexagonal diamond ( ), and other ( ) (perfect cubic diamond atoms are not shown). Bottom panels
are perspective views of atoms shown in middle panels. Dashed ovals indicate the valley and disordered
region where the dislocation starts to form. Full circles highlight the position of dislocation threading arm
ends. Dark blue lines are dislocation lines as identi�ed by OVITO. During its propagation, one of the ends
of the dislocation half-loop �nds a surface island (pointed by the arrow). To avoid it, the dislocation splits
in two (dislocation multiplication).
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